<table>
<thead>
<tr>
<th>Sr. No.</th>
<th>P.L. No</th>
<th>Description Of the item</th>
<th>Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>M08060010</td>
<td>Electric ceiling Fan, double ball bearings, sweep 1.20metre (48&quot;), complete with down rod (300mm), canopies, shackles, Aluminium blades and without regulator. Make: Crompton Greaves/ Orient/ Havells</td>
<td>250 nos</td>
</tr>
<tr>
<td>2</td>
<td>M08065010</td>
<td>Regulator resistance type for ceiling fan 230V. Make: Crompton Greaves/Orient/Havells</td>
<td>390 nos</td>
</tr>
<tr>
<td>3</td>
<td>M08065090</td>
<td>Electronic regulator for ceiling fan. Make: Crompton Greaves/Orient/Havells</td>
<td>20 nos</td>
</tr>
<tr>
<td>4</td>
<td>M08065100</td>
<td>Capacitor, 2.5 microfarads, tolerance +/- 5%, 440V, AC, as per IS:1709/1960 with latest amendments. Make: Epcos/ Cosine/ Priya/Amar</td>
<td>1100 nos</td>
</tr>
<tr>
<td>5</td>
<td>M08090300</td>
<td>Switch Piano, 1Pole, 5Amps 240V, White Make: Anchor/Havells</td>
<td>1180 nos</td>
</tr>
<tr>
<td>6</td>
<td>M08090360</td>
<td>Switch Piano, 1Pole, 15Amps 240V, White Make: Anchor/Havells</td>
<td>10 nos</td>
</tr>
<tr>
<td>7</td>
<td>M08090420</td>
<td>D.P. switch complete with fuse and indicating lamp, 30A, 230V, conf. to IS:3854. Make: Anchor/Super/Stanley</td>
<td>20 nos</td>
</tr>
<tr>
<td>8</td>
<td>M08110120</td>
<td>Socket 3pin flush type, 5Amps 240V, White Make: Anchor/Havells</td>
<td>230 nos</td>
</tr>
<tr>
<td>9</td>
<td>M08110160</td>
<td>Switch Socket Combined 15A (5 in 1) with indicator fuse and gang box Make: Anchor/Havells</td>
<td>130 nos</td>
</tr>
<tr>
<td>10</td>
<td>M08110250</td>
<td>Plug 3pin top 240V 15A with ISI mark, Make: Anchor/Havells</td>
<td>20 nos</td>
</tr>
<tr>
<td>11</td>
<td>M08110260</td>
<td>Plug 3pin top 240V 5A with ISI mark, Make: Anchor/Havells</td>
<td>40 nos</td>
</tr>
<tr>
<td>12</td>
<td>M08090310</td>
<td>Switch, 6Amps, 240V, 'Trumod' make, flush type</td>
<td>15 nos</td>
</tr>
<tr>
<td>13</td>
<td>M08090370</td>
<td>Switch, 16Amps, 240V, 'Trumod' make, flush type</td>
<td>15 nos</td>
</tr>
<tr>
<td>14</td>
<td>M08065020</td>
<td>Electronic fan regulator, 'Trumod' make, 240V, 5-step, noiseless, socket size, flush type.</td>
<td>6 nos</td>
</tr>
<tr>
<td>15</td>
<td>M08110170</td>
<td>3pin Metal clad Top &amp; socket, 20A, 230V for A.C. Make: Anchor/Havells</td>
<td>5 nos</td>
</tr>
<tr>
<td>16</td>
<td>M08110200</td>
<td>SOCKET 10/20A, 240V, 'Trumod' make, flush type</td>
<td>10 nos</td>
</tr>
<tr>
<td>No.</td>
<td>Code</td>
<td>Description</td>
<td>Quantity</td>
</tr>
<tr>
<td>-----</td>
<td>------</td>
<td>------------------------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>17</td>
<td>M08110210</td>
<td>Powder coated single phase Metal clad box for A.C. Make: Anchor/Havells</td>
<td>6 nos</td>
</tr>
<tr>
<td>18</td>
<td>M08110290</td>
<td>Kettle element, for sterilizer, 2000W, type A, with socket, with ISI mark. Make ROXY/PARCO</td>
<td>10 nos</td>
</tr>
<tr>
<td>19</td>
<td>M08110300</td>
<td>Kettle element, for sterilizer, 2000W, type B, without socket, with ISI mark. Make ROXY/PARCO</td>
<td>15 nos</td>
</tr>
<tr>
<td>20</td>
<td>M08111900</td>
<td>SOCKET 6A, 240V, ‘Trumod’ make, Flush type</td>
<td>10 nos</td>
</tr>
<tr>
<td>21</td>
<td>M08075370</td>
<td>Indicator Bell with Red indicator lamp, ISI mark</td>
<td>5 nos</td>
</tr>
<tr>
<td>22</td>
<td>M0809380</td>
<td>Bell switch, 240V, 'Trumod' make, flush type</td>
<td>25 nos</td>
</tr>
<tr>
<td></td>
<td></td>
<td><strong>C) WIRES (COPPER / ALLUMINIUM)</strong></td>
<td></td>
</tr>
<tr>
<td>23</td>
<td>M08010010</td>
<td>Flexible multi strand copper wire PVC insulated and PVC sheathed, 1 core X 1 sqmm suitable for wiring, rated for 1,100 volts conforming to IS 694 – 1990 with latest amendments. Make: Finolex / Nicco / Havells / RPG / Polycab.</td>
<td>1700mtrs</td>
</tr>
<tr>
<td>24</td>
<td>M08010050</td>
<td>Flexible multi strand copper wire PVC insulated and PVC sheathed, 1 core X 2.5 sqmm suitable for wiring, rated for 1,100 volts conforming to IS 694 – 1990 with latest amendments. Make: Finolex / Nicco / Havells / RPG / Polycab.</td>
<td>1620mtrs</td>
</tr>
<tr>
<td>25</td>
<td>M08010170</td>
<td>Cord Flexible PVC insulated and PVC sheathed Heavy duty, with flexible multi strand copper conductor and of size 4 core x 2.5 sq.mm suitable for out door use rated for 1,100 volts conforming to IS 694 – 1990 with latest amendments. Make: Finolex / Nicco / Havells / RPG / Polycab.</td>
<td>870mtrs</td>
</tr>
<tr>
<td>26</td>
<td>M08010180</td>
<td>Alluminium Service wire, 2 core, 6sq.mm, 1,100 volts, with ISI mark</td>
<td>1190mtrs</td>
</tr>
<tr>
<td></td>
<td></td>
<td><strong>D) OTHER ITEMS</strong></td>
<td></td>
</tr>
<tr>
<td>27</td>
<td>M08080020</td>
<td>Digital watt hour meters rated for 20 A, single phase, 2 wire, 240V AC, variation + 20% to – 40%, 50 hz +/-5%, confirming to IS 13779 with latest amendments. It shall have 6 digit electro mechanical stepper register display with MRT test certificate Make: L &amp; T/Schneider Electric/HPL/ Secure Meters.</td>
<td>10 nos</td>
</tr>
<tr>
<td>28</td>
<td>M08080030</td>
<td>Digital watt hour meters rated for 100 A, three phase, 4 wire, 3x240V AC, variation + 20% to – 40%, 50 hz +/-5%, capable of operating with external current transformer, confirming to IS 13779 with latest amendments. It shall have 6 digit electro mechanical stepper register display with MRT test certificate Make: L &amp; T/Schneider Electric/HPL/ Secure Meters.</td>
<td>10 nos</td>
</tr>
<tr>
<td>29</td>
<td>M08080040</td>
<td>Single phase Energy meter box weather proof and shock proof. Make: Sintex</td>
<td>10 nos</td>
</tr>
<tr>
<td>30</td>
<td>M08080050</td>
<td>Three phase Energy meter box weather proof and shock proof. Make: Sintex.</td>
<td>5 nos</td>
</tr>
<tr>
<td>31</td>
<td>M08130030</td>
<td>Casing caping patti 3/4” (std length), white colour</td>
<td>170 nos</td>
</tr>
<tr>
<td>32</td>
<td>M08151110</td>
<td>Tape PVC Insulating non adhesive tape, Red not less than 18mm width in Rolls of 25 metres confirming to IS 7809 and with ISI mark.</td>
<td>70 nos</td>
</tr>
<tr>
<td>33</td>
<td>M08151210</td>
<td>Tape PVC Insulating self adhesive tape, Red not less than 18mm width in Rolls of 8 metres confirming to IS 7809 and with ISI mark.</td>
<td>1110 nos</td>
</tr>
<tr>
<td>S. No.</td>
<td>Code</td>
<td>Description</td>
<td>Quantity</td>
</tr>
<tr>
<td>-------</td>
<td>-------------</td>
<td>-----------------------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>34</td>
<td>M08150610</td>
<td>Bakelite sheet 6mm thick, of size 4’x2’, P-1000 grade</td>
<td>1.5 m²</td>
</tr>
<tr>
<td>35</td>
<td>M08152040</td>
<td>Aerosol spray for cleaning electrical contacts</td>
<td>10 nos</td>
</tr>
<tr>
<td>36</td>
<td>M08090030</td>
<td>Switch Fuse, I.C.T.P &amp; N., 30A, 500V. Make: Stanley/Super</td>
<td>10 nos</td>
</tr>
<tr>
<td>37</td>
<td>M08090040</td>
<td>Switch Fuse, I.C.T.P &amp; N., 60A, 500V. Make: Stanley/Super</td>
<td>10 nos</td>
</tr>
</tbody>
</table>

The tenderers are requested to fill up the above details and submit the same in cover - I

Offers not given in above format are liable to be rejected.

ED - Excise Duty
CST/VAT - Central Sales / Value Added Tax
P/F Packing & Forwarding

Date :  

Name, Signature & Seal of the Tenderer